
BY CRAFTER’S COMPANION

• Fat Quarter of Outer Fabric
• Fat Quarter of Contrasting Fabric
• Fat Quarter of Heavyweight Fusible Interfacing
• 9” Zip
• Gemini™ Die-Cutting Machine
• Basic Sewing Kit & Sewing Machine
• Zipper Foot
• Magnetic Clasps/Snap Fasteners & Snap Fastener Tool
• Iron

TRAVEL WALLET
YOU WILL NEED:

Zip Pocket, Card Holder, 
Passport Holder & Small Inner Pocket Small Inner Pocket Flap

Main Panel & Large Inner Pocket

Fastening Tab



USING THE DIES:

Cutting the card holder pieces: 
Lay one end of the fabric at the end of the die opposite the 
open end, over the cut line.

Fold the fabric up from the top notch. 

Ensure that the end of the fabric covers the cut line at the end 
of the die.  

Cutting the passport holder and small inner pocket pieces: 
Lay one end of the fabric at the end of the die opposite the 
open end, over the cut line.

Fold the fabric up from the middle notch. 

Ensure that the end of the fabric covers the cut line at the end 
of the die.  

Cutting the zip pocket pieces: 
Lay one end of the fabric at the end of the die opposite the 
open end, over the cut line.

Fold the fabric up from the bottom notch. 

Ensure that the end of the fabric covers the cut line at the end 
of the die. 

Cutting the main panel, large inner pocket, small inner pocket flap and fastening tab pieces: 
Fold the fabric in half, positioning the fold on the open end of the appropriate die.



Fold the passport holder in half, stitch around the three open edges, 
leaving a small gap for turning. Repeat with the small inner pocket 
panel and turn both pieces through.

Fold the large inner pocket panel in half and place the passport 
panel on top 0.25” from the left side and bottom edge of it. Stitch 
around the two sides and bottom edge of the passport panel to 
secure it.

• Use a ¼” seam allowance 
• Adhere all the wadding/batting pieces to the corresponding outer pieces.

DIE-CUT PREPARATION:

CONSTRUCTION:  

Main Panel:
2 x Outer Fabric
1 x Interfacing

Large Inner Pocket:
1 x Contrasting Fabric
1 x Interfacing

Zip Pocket (8”):
2 x Outer Fabric
2 x Contrasting Fabric
2 x Interfacing
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Place the large inner pocket panel from Step 2 on the left side of the 
main lining, aligning the edges. Stitch around the three edges to hold 
it in place.

Small Inner Pocket (7”):
1 x Contrasting Fabric
1 x Interfacing

Card Holder(4”):
2 x Contrasting Fabric
2 x Interfacing

Small Inner Pocket Flap:
2 x Contrasting Fabric
1 x Interfacing

Passport Holder (7”):
1 x Contrasting Fabric
1 x Interfacing

Fastening Tabs:
2 x Contrasting Fabric
1 x Interfacing
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Centrally add part of a snap fastener or magnetic clasp 0.75” from 
the top edge of the inner pocket panel. Place the panel on the 
bottom-right corner of the main panel from Step 3, 0.25” from the 
side and bottom edge. Stitch around the two side seams and bottom 
edge to secure it.  
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Stitch the small inner pocket flaps right sides together, ensuring that 
you leave the straight edge open for turning through. Add the 
corresponding part of the snap fastener or magnetic clasp from Step 
3 centrally on the pocket flap, 0.5” up from the curved edge.
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Place the flap above the inner pocket, ensuring that the snap 
fastener or magnetic clasp align to function, and topstitch along the 
top edge to secure it. 
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Fold both card holder panels in half, right sides together and stitch 
around the three open edges, leaving a small gap for turning. Turn 
both pieces through so the right sides are facing outwards.
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Position and topstitch the card holder panels above the inner pocket 
as shown. Edge stitch secure them 0.25” in from the top and side of 
the main panel.
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Change your machine foot to a zipper foot. Sandwich the zip 
between an outer zip panel and a lining zip panel, ensuring the 
panels are facing right sides together. Stitch down the seam, close to 
the zip teeth. Repeat for the other side of the zip.
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Lay the zip panels out with two lining panels and two outer panels 
right sides together. Ensuring that the zip is open slightly, stitch 
around all four edges of the pouch leaving a small gap in the lining 
for turning.  
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Turn the zip pocket so right sides are facing outwards and hand or 
machine-stitch the opening in the lining closed. Place the zip panel 
centrally on the main lining panel and add a stitch along the bottom 
edge of it to attach it.
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Stitch the two fastening tab pieces right sides together, leaving a 
small turning gap. Turn the tab through, the topstitch the edges, 
closing the turning gap in the process. Add part of a snap fastener or 
magnetic clasp 0.5” up from the curved end.
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Centrally position and tack the tab on the right side of the main 
panel with the pockets attached, ensuring that right sides are facing.
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Add the corresponding part of the snap fastener or magnetic clasp 
from Step 12 centrally on the left side of the remaining main panel 
piece, 2” from the edge. 
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Stitch the two main panel pieces right sides together, leaving a small 
gap for turning. Turn the wallet so right sides are now facing 
outwards, topstitch around the sides of the wallet closing the 
opening as you go to finish.
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